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O 4531-1/4" D/C Ins Conduit Bushing
LS5 —

Arlington Industries

Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Material, Color, and Finish
Conductor Material

Dimensions and Weight
Length
Size

Descriptions
Description
extra long description
Long Description

Product Type
Special Features

Manufacturer Information
Brand
GTIN
UPC

453

Arlington Industries

1-1/4" Insulated Metal Grounding Bushing. Threaded. C-Clamp
Grounding Lug Is Dual Rated For Copper and Aluminum. Made Of
Zinc Die-Cast, It Is Rated For 150 Degree C. Minimum Size Ground
Is 14 Gauge and Max Wire Size Is 4 Gauge.

0.1100 (Ibs/each)

Rigid Conduit Fittings - Steel

Zinc

2.734
L(2.734) x W(1.944) x H(1.496)

1-1/4" D/C INS CONDUIT BUSHING

ARL 453 1-1/4"GR.BUSH LAY-INLG

1-1/4" insulated metal grounding bushing. Threaded. C-clamp
grounding lug is dual rated for copper and aluminum. Made of
zinc die-cast, it is rated for 150 Degree C. Minimum size ground is
14 gauge and max wire size is 4 gauge.

1-1/4"GR.Bush Lay-Inlg

Dual rated CU-AL C-clamp grounding lug

Arlington Industries
00018997004536
018997004536

Taxonomies, Classifications, and Categories

Category Description
Type
Packaging
Carton
Package
Weight Per each

Uses, Certifications, and Standards

standard

COUPLINGS, ADAPTERS, REDUCERS, BUSHINGS, & CAPS
Threaded Bushing

20
80
0.11

UL and CSA



