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4887B0X Conn 15A 125V 2P3W Vinyl STRYI

Eaton Wiring Devices

Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Features

amperage rating
core

dimensions
Material
Resistance

Material, Color, and Finish

Conductor Material
Insulation Material
Jacket Material

Descriptions

Description
extra long description

Manufacturer Information

Brand
GTIN

Manufacturers Part Number

UPC

Category Description
Type

Packaging

Carton

Package

Weight

Weight Per each

Uses, Certifications, and Standards

standard
Temperature Rating

4887B0X

Eaton Wiring Devices

Blade Connector, 15 A, 125V Ac, 2 Poles, 3 Wires, Yellow, Vinyl
Material, -20 °C Operating Temperature, +60 °C Operating
Temperature, Screw Terminal, 0.25 to 0.66 In (Cord) Diameter,
#18 to #12 Awg Wire Size, Impact Resistant

1.0 (Ibs/each)

Plugs, Connectors, Inlets, Out

15

5-15R

2.6000 IN X 1.5000 IN X 1.5000 IN
Vinyl

-20to +60 C

Copper
PVC
PVC

CONN 15A 125V 2P3W VINYL STR YL
EWD 4887-BOX Conn 15A 125V 2P3W Vin

Southwire
00032664341205
59850000
032664341205

Taxonomies, Classifications, and Categories

Residential cord connectors
Straight Blade Connector

10
100
0.15

uL817
5-15P



